AMAXWELL

Non-Metallic
Innovation

Case Study - Casing / Liner Drilling




(\MAXWELL

Oil Tools

Challenges are...

.. troublesome formations
.. depleted zones
.. lost circulation




Our Solution

Rotates with the Pipe

Robust Design

Low Friction

Casing Size | Centralizer OD | No. of Joints RPM Ft Drilled | Region
40" 44 1/2" 4 * 950ft | Denmark
40" 45" 8 * 950ft Denmark

65/8" 81/4" 13 120rpm 180t UKCS
65/8" 71/4" 2 120 rpm 180ft UKCS
7 8.33" 25 #0-100rpm 400ft UKCS
7" 8.33" b 80-100rpm 300t UKCS
7 8.33" S #0-100rpm 400ft UKCS
7" 8.33" 40 #0-100rpm 400ft UKCS
9 5/8" 10.273" 35 80-90rpm 300ft MNorway
75/8" 81/4" 4 20rpm 1844t UKCS
7" 8.33" 55 Thc thc UKCS
7 81/4"81/8" 35 100rpm 292t UKCS
75/8" 81/4"81/8" 26 80rpm 430ft UKCS
7" 8.33" 76 Thc thc UKCS
95/8" 12" 3 40-50rpm 300 KSA
7" 81/4" 140 100rpm 1600t KSA
7 8.33" 190 80-100rpm 1900ft KSA
95/8" 12" 110 60rpm 1250ft L '/

*pipe not rotating
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Results
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Offset Well 8-1/2" Section Case Study Well 8 2" Section

Torque - more consistent

ROP - 11.7 ft/hr vs 7.8ft/ hr

Footage — 431 ft vs 186 ft
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