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MAXCLAMP – Low Friction Composite Cable Protectors 
 

 
 

 

The MAXCLAMP is a low friction and abrasion resistant, all composite Cable Protector.  
 
The part is locked in place, axially and radially, protecting your ESP cable and/or control line and capillary tubing and offering a 
centralization of both your tubing and cable in the wellbore. 
 
The system is field proven in some of the world’s most challenging downhole environments. 
 
 
Main Advantages 

Very low friction coefficient, with drag reduction greater than 40% 

Best in Class wear resistance 20x improvement over high end thermoplastics 

Flexibility of design allows the optimal solution for each situation 

Low impact geometry for restrictions / obstructions 

Non-metallic, chemically resistant and non-corrosive 

Millable and Drillable 

 
 

Principal Applications 

ERD completions 

Chrome, alloy Stainless steel pipe 

Corrosive well environments 
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System Properties 
 

Technical Properties Metric Units U.S. Units 

Compressive Strength > 214 Mpa > 31886 Psi  
Impact Energy > 390 J   > 287 ft lb 

Temperature Resistance 125°C (composite band) 
180°C (stainless steel band) 

257°F 
356°F 

Abrasion Resistance Tabor CS 17 < 1 Mg Loss 
Abrasion Resistance 100Kg 2Hr MAXCLAMP volume loss 0.15 ml (Steel volume loss under same parameter 4.51 ml) 
Dynamic Friction Coefficient WBM < 0.078 (Reference Material Steel) 
100°C Water Resistance Weight Gain after 1 Hour < 0.02% 
Hardness (Shore D) ≥ 90 
Holding Force with 2 bands   918 Kg composite band 

1480 Kg stainless steel band (double wrapped) 
 

 
 

 

 
Composite Clamping Band: 

 
Break strength up to 2344kgf (5166lbf), completely non-corrosive. No 
sharp edges making is easy and safe to install. These composite 
bands are non-metallic. Easy to fit.  
 
 

316 Extra Heavy Duty Stainless Steel Ties 

 
316 grade stainless steel cable ties are suitable for environments 
where temperature and chemical resistance is necessary.  
 
These cable ties use a patented, non-releasable, ball locking system, 
designed to ease installation and provide high tensile strengths. 
Double wrapped for extremely high tensile load capacity. 
 
 

 

 
 

 

 

Installation & Handling 
 

   
Step 1 - Assembly 

 Install Parts over cable 
Step 2 – Installing the ties / bands Step 3 – Tension bands 

 

Installation in less than 30 seconds | Removal in less than 15 seconds 
 

 

Material Information & Storage 
 
MAXCLAMP Shell: Proprietary carbon fiber composite with low friction, low wear Kevlar® ceramic surface layer.  
 
Composite Clamping Band or 316 Extra Heavy Duty Stainless Steel Ties 
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